
HMA/WMA Mix Design Prequalification Process 

Revised – 12/5/2017 

LTMF Verification 

 

Producer retrieves current 

version of RMS 043 SP from 

MassDOT QA SharePoint 

Website (QA Forms) 

Producer fills out RMS 043 SP, emails 

it (Excel file only) to DME (cc RMS) 

along with all mix design data, and 

schedules verification with the DME 

Producer decides 

whether to test lab mix 

or plant produced mix 
If lab mix, the DME may 

choose to test at District lab 

or Producer’s lab 

District Lab Producer Lab 

If plant produced mix, the 

DME goes to the intended 

plant for production to 

complete testing 

DME reviews results and determines if 

the mix design verifies 

Producer decides to either resolve the failure 

and retest or redesign the mixture 

NO YES 

Resolve 

Redesign RMS determines whether or not 

TSR must accompany LTMF 

NO YES TSR Fails 

TSR Passes 

RMS may give 

Producer 

opportunity to 

retest TSR RMS receives the 

verification form 

DME 

decides to 

perform or 

witness test 

DME witnesses 

fabrication of 

Hamburg specimens 

and immediately 

takes possession 

DME 

delivers 

Hamburg 

Specimens 

to RMS Lab 

RMS performs  

Hamburg Test 

 

Pass Fail 

RMS notifies DME 

and Producer of 

failure 

Producer proposes 

corrective action for 

RMS approval  

(cc DME) 

RMS notifies DME and 

Producer of LTMF 

approval 



HMA/WMA Mix Design Prequalification Process 

Revised – 12/5/2017 

DMF Verification 

 
 

Producer retrieves the previous year’s RMS 

043 SP excel sheets from the QA SharePoint 

www.massdotqa.com 

 

Producer fills out RMS 043 SP (DMF fields only), emails it 

(Excel file only) to DME (cc RMS), schedules verification with 

the DME and coordinates testing with the DME 

Producer decides whether 

to test lab mix or plant 

produced mix. 

(DME or RMS decides 

whether to be present for 

testing with Producer) 

 

If lab mix, Producer tests in 

their lab and the DME may 

choose to test at District lab or 

Producer’s lab 

District Lab Producer Lab 

If plant produced mix, the 

DME goes to the intended 

plant for production to 

complete testing 

DME reviews results and determines if 

the mix design verifies 

 

Producer decides to either 

resolve the failure and retest 

or redesign the mixture 

NO YES 

Resolve 

Redesign 

See LTMF 

Verification 

Producer decides whether or not TSR 

must accompany testing 

 

NO YES 

TSR Fails 

TSR Passes 

RMS may give 

Producer 

opportunity to 

retest TSR 

 RMS receives the 

verification form 

 

DME decides to 

perform or 

witness test 

RMS notifies 

DME and 

Producer of 

DMF approval 

 


